
DATA SHEET INDUSTRIAL WEIGHING

Manufactured in Europe

GROUP

www.grupojpm.pt

COMPLETE SCALE
MOD. MC ECO BAT 
(MONOCELL PLATFORM
W/ COLUMN + VIEWER BM1000P BAT)

MC ECO BAT
60 x 50
80 x 60

MC ECO BAT
50 x 40
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See the price list

HEAD OFFICE
Edifício Balanças Marques
Parque Industrial de Celeirós, 2ª Fase
Apart. 2376 
4701-905 Braga - PORTUGAL

T +351 253 309 830
F +351 253 672 882
email internacional@balancasmarques.pt

www.balancasmarques.com
facebook.com/balancasmarques

LISBON SUPPORT CENTER
Rua Actriz Adelina Fernandes 15A Dto.
2795-005 Linda-a-Velha
Lisboa - PORTUGAL

MODEL DIMENSIONS
(cm)

CAPACITY
(kg)

DIVISION
(g) REFERENCE

MC ECO BAT
50 x 40

Platform:
50 x 40 

Column Height: 
50 cm

15/30 5/10 20108125757D

30 10 20108121057D

30/60 10/20 20108126057D

60 20 20108121257D

MC ECO BAT
60 x 50

Platform:
60 x 50 

Column Height: 
59 cm

Backrest Height: 
34 cm 

30 10 20225021080D

30/60 10/20 20225026080D

60 20 20225021280D

60/150 20/50 20225026280D

150 50 20225021480D

150/300 50/100 20225023680D

300 100 20225021780D

MC ECO BAT
80 x 60

Platform: 
80 x 60

Column Height: 
74 cm

Backrest Height: 
60 cm

60/150 20/50 20225026258D

150 50 20225021458D

150/300 50/100 20225023658D

300 100 20225021758D

300/600 100/200 20225023858D

600 200 20225021958D

OPTIONS

Raised table with Swivel castors for:
MC ECO BAT 50x40 cm
MC ECO BAT 60x50 cm
MC ECO BAT 80x60 cm

Viewer with Wifi/Bluetooth + Ethernet

20728010004C
20728010002C
20728010001C

20741070000A

COMPLETE SCALE MOD. MC ECO BAT 

(MONOCELL PLATFORM
W/ COLUMN + VIEWER BM1000P BAT)
CHARACTERISTICS

 · Platform and Column painted.
 · AISI 304 Stainless Steel Cover and Backrest (model 50 x 40 without backrest).
 · Protection IP 65.
 · Internal battery, with autonomy up to 60 hours.
 · 25mm LCD 6-digit weight LCD display with LED backlight.
 · 7-key multifunction keyboard: ON / OFF, GROSS / NET, ZERO, TARE, PRINT and TOTAL.
 · Automatic and cumulative tare reset.
 · Tare fixing.
 · Weight-tare function and count pieces.
 · RS 232 output for connection to computer or printer.
 · Possibility of connection to weight repeater.
 · Multiple communication protocols.
 · Multiple pre-configured tickets.


